
HOOKING UP 2 MARINE BATTERIES

By Tom Burden, Last updated 8/2/ Need more juice? If your boat came from the factory with only one battery, or with
two batteries of inadequate size.

Our partners use this information to recognize you across different channels and platforms over time for
advertising, analytics, attribution, and reporting purposes; any information collected is stored in hashed or
non-human-readable form. The procedure is easy on How to hook up two batteries in a boat diagram. In
general your solar system at minimum should be putting double your daily draw back to the batteries to make
up for bad weather days. Please contact Tech Support. You may use this to clean the battery posts as well. Or
would I need 36 volts of battery 3 12 volt batteries to power a 36 volt motor? In regards to why the polarity
has reversed it is often caused when the battery is fully discharged, and then charged back up in reverse. The
jumper wire should be the same gauge as the leads to the motor. Also, the surface should be at least 4 to 6
inches wide, the usual size of a standard switch. Again, thanks for all of your help! If a third-party sponsor
beyond our control will obtain information that you supply us, we will notify you at the time we collect the
information from you. Your tech staff must have some wonderful discussions at break time. The batteries were
gone and no schematic. Depending upon the product or service, we may ask you for a variety of
personally-identifying information. To protect your privacy and security, we will take reasonable steps to help
verify your identity before granting access or making corrections. I am attempting to change out 2 of the
batteries. NEVER cut a few of the strands off the cable to try to get two heavy-duty cables in a battery
terminal designed for one cable. The most important thing here is that your second battery must be safe and
secured like the first one. Never, ever work on batteries close to an open flame and be cautious about using
tools that are uninsulated, it might short across the terminals. Be sure to install a amp manual-reset circuit
breaker in the trolling motor leads within 72" of the batteries. Hang on though lets have a closer look. Can I
charge each battery with my 12V alternator if I wire them on there own circuit without doing any damage to
my truck? The first battery in this configuration is going to be worked harder and be charged faster then the
one directly above. To charge the system, I will attach a 48v, 25 amp charger to the central, end lead. All 8
batteries are the same. These lists will never contain sensitive information. We consider certain identifying
information "sensitive. You cannot add a second one if there is no place or room for it. In this configuration,
the amperage drawn by the batteries looks symmetrical. Clamp-on battery terminals attached to a battery cable
with the correct gauge should be used for inboard motor application. Do I have one bad battery or do I have an
electrical problem? Always try to keep the link or bridge cables the same length and route them through the
same hole in any bodywork. So we are now charging both batteries identically.


