
THE PROBLEMS AND SOLUTIONS WITH COAXIAL CABLE CONNECTION

IN COMPUTERS

The problems and solutions with coaxial cable connection in computers. By Jim Perry, Greater Philadelphia Radio
Group Engineering Staff (with help and print.

Peer-to-peer means that all connected devices are networked with each other and exchange data. I lose the
connection on my home cable modem every week or so. What if I'm told that my Zoom cable modem isn't
approved for my cable modem service? Then again, maybe not. If possible, see if the cable modem works
better when it's connected as near as possible to where the coaxial cable comes into your home. If you are
using wireless, check that your wireless connection is functioning correctly. If bypassing the splitter fixes the
problem, you should probably get a better splitter. If the issue still exists, continue with the next step to
reinstall the network software. The electricity network of a building is connected to the outside world and thus
open and vulnerable. Step 2: Checking the cable connections to troubleshoot a broadband connection Perform
the following steps to check the cable connections: Shut down the computer. All of the terminals slaves
communicate with the modules on the router master. Repair or replace cables that show signs of damage.
When the settings have been reset, click Close. In actual fact the maximum segment length is meters. Safer
than a power line For a long time, there have been solutions that route internet data over existing power cords,
providing a convenient solution to the problem of networking a building with many rooms. You may need to
switch the Sideband for Control Channel setting from lower to upper to access the higher channels. If it isn't,
contact your cable service provider. The Local Area Connection Properties window appears. The metal shield
helps to block any outside interference from fluorescent lights, motors, and other computers. RJ connector
Shielded Twisted Pair STP Cable Although UTP cable is the least expensive cable, it may be susceptible to
radio and electrical frequency interference it should not be too close to electric motors, fluorescent lights, etc.
In most buildings there are already television and radio cables in the walls and each room has a connection
socket. Turn on the computer. There is a foil or braid shield inside the jacket covering all wires as a group. A
plastic layer provides insulation between the center conductor and a braided metal shield See fig. Reconnect
the power to the modem and allow it to re-establish a connection to the ISP. Before you begin troubleshooting
a broadband connection Check the following items before troubleshooting a broadband connection issue, and
make sure an account is setup with an Internet Service Provider ISP. Thick coaxial cable is also referred to as
thicknet. To run the diagnostic tool manually, use one of the following options. Restart your computer or other
devices connected to the cable modem. If prompted, allow the action to proceed. After the modem and router
have finished making connections, turn on the computer. Do not route cables next to speakers and do not loop
cable excess. This makes thick coaxial a great choice when running longer lengths in a linear bus network.
Click the name of the network next to Connections.


